FACTORY APPLIED GASKET WITH ADHESIVE ON BOTH SIDES

ACOUSTICAL CAULK

ACOUSTICAL CAULK

ACOUSTICAL CAULK

ACOUSTICAL CAULK

ACOUSTICAL CAULK

ACOUSTICAL CAULK

WINDOW MATE 9 (SERIES 40 PLUS)

9" MIN TO 13 3/4" MAX OPENING

NOTE: FIELD CAULKING REQUIRED. A PAINTABLE, ACOUSTICAL CAULK IS SUPPLIED WITH EACH ORDER TO SEAL EDGES FOR A HIGHER STC RATING.

*WINDOW MATE CAN BE INSTALLED AGAINST 1/8" THICK GLASS. INSTALL THE GASKET AGAINST THE GLASS SIDE FIRST. BEING CAREFUL TO ONLY LET THE GASKET COME IN CONTACT WITH THE GLASS DURING INSTALLATION.

*3/8" GLASS

FIELD FASTENER, TYP (BY OTHERS)

FIELD FASTENER, TYP (BY OTHERS)

HIGH STC RATED PARTITION WALL

TAPE & FLOAT (BY OTHERS)

STUD

STUD

STUD

2 5/16"

9" MIN TO 13 3/4" MAX OPENING